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Mission Statement

—

BREMS DOORS develops and produces innovative 
solutions to create a temporary access into your 	
interior space.

People

—

BREMS DOORS is a young and enthusiastic team, 
outstanding in creating products with passion wrapped 
in excellent customer services.
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L11

—

-	 Door system with visible hinges

-	 Walls must be plastered perfectly plumb (with angle)

-	 Also available with Ultimo hinges (L91) 

-	 Filling gap between door frame and wall to be carried out by customer

Standard sizes

H1 H2 H0

2015 2055 2057

2100 2140 2142

B1 B2 B0

680 750 754

730 800 804

780 850 854

830 900 904

Non-standard sizes available upon request

H1 max. = 2960

B1 max. = 1200

H1 = H0 - 42

B1 = B0 - 74
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L01.35

—

-	 Version with visible hinges

-	 Walls must be plastered perfectly plumb (with angle)

-	 Also available with Ultimo hinges (L81.35) 

Standard sizes

H1 H2 H0

2015 2055 2047

2100 2140 2132

B1 B2 B0

680 750 740

730 800 790

780 850 840

830 900 890

Non-standard sizes available upon request

H1 max. = 2960

B1 max. = 1200

H1 = H0 - 32

B1 = B0 - 60
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L01.55

—

-	 Version with visible hinges

-	 Also available with Ultimo hinges (L81.55) 

Standard sizes

H1 H2 H0

2015 2075 2050

2100 2160 2135

B1 B2 B0

680 750 750

730 840 800

780 890 850

830 940 900

Non-standard sizes available upon request

H1 max. = 2940

B1 max. = 1200

H1 = H0 - 35

B1 = B0 - 70
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L01.75

—

-	 Version with visible hinges

-	 Also available with Ultimo hinges (L81.75) 

Standard sizes

H1 H2 H0

2015 2095 2050

2100 2180 2135

B1 B2 B0

680 830 750

730 880 800

780 930 850

830 980 900

Non-standard sizes available upon request

H1 max. = 2920

B1 max. = 1200

H1 = H0 - 35

B1 = B0 - 70
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L91

—

-	 Version with at least 4 Ultimo hinges

-	 Walls must be plastered perfectly plumb (with angle)

-	 Also available with visible hinges (L11) 

-	 Filling gap between door frame and wall to be carried out by customer

Standard sizes

H1 H2 H0

2015 2055 2057

2100 2140 2142

B1 B2 B0

680 750 754

730 800 804

780 850 854

830 900 904

Non-standard sizes available upon request

H1 max. = 2960

B1 max. = 1200

 H1 = H0 - 42

 B1 = B0 - 74
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L81.35

—

-	 Version with at least 4 Ultimo hinges

-	 Walls must be plastered perfectly plumb (with angle)

-	 Also available with visible hinges (L01.35)

Standard sizes

H1 H2 H0

2015 2055 2047

2100 2140 2132

B1 B2 B0

680 750 740

730 800 790

780 850 840

830 900 890

Non-standard sizes available upon request

H1 max. = 2960

B1 max. = 1200

H1 = H0 - 32

B1 = B0 - 60
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L81.55

—

-	 Version with at least 4 Ultimo hinges

-	 Also available with visible hinges (L01.55)

Standard sizes

H1 H2 H0

2015 2075 2050

2100 2160 2135

B1 B2 B0

680 790 750

730 840 800

780 890 850

830 940 900

Non-standard sizes available upon request

H1 max. = 2940

B1 max. = 1200

H1 = H0 - 35

B1 = B0 - 70
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L81.75

—

-	 Version with at least 4 Ultimo hinges

-	 Also available with visible hinges (L01.75)

Standard sizes

H1 H2 H0

2015 2095 2050

2100 2180 2135

B1 B2 B0

680 830 750

730 880 800

780 930 850

830 980 900

Non-standard sizes available upon request

H1 max. = 2920

B1 max. = 1200

H1 = H0 - 35

B1 = B0 - 70
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L11 Securit

—

-	 Version with Luxit hinges

-	 Walls must be plastered perfectly plumb (with angle)

-	 Filling gap between door frame and wall to be carried out by customer

Standard sizes

H1 H2 H0

2010 2055 2057

2095 2140 2142

B1 B2 B0

674 750 754

724 800 804

774 850 854

824 900 904

Non-standard sizes available upon request

H1 max. = 2955

B1 max. = 1200

H1 = H0 - 47

B1 = B0 - 80
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L01.35 Securit

—

-	 Version with Luxit hinges

-	 Walls must be plastered perfectly plumb (with angle)

Standard sizes

H1 H2 H0

2010 2055 2047

2095 2140 2132

B1 B2 B0

674 750 740

724 800 790

774 850 840

824 900 890

Non-standard sizes available upon request

H1 max. = 2955

B1 max. = 1200

H1 = H0 - 37

B1 = B0 - 66
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L01.55 Securit

—

-	 Version with Luxit hinges

Standard sizes

H1 H2 H0

2010 2075 2050

2095 2160 2135

B1 B2 B0

674 790 750

724 840 800

774 890 850

824 940 900

Non-standard sizes available upon request

H1 max. = 2935

B1 max. = 1200

H1 = H0 - 40

B1 = B0 - 76
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L01.75 Securit

—

-	 Version with Luxit hinges

Standard sizes

H1 H2 H0

2010 2095 2050

2095 2180 2135

B1 B2 B0

674 830 750

724 880 800

774 930 850

824 980 900

Non-standard sizes available upon request

H1 max. = 2915

B1 max. = 1200

H1 = H0 - 40

B1 = B0 - 76
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L91 Invers

—

-	 Only available with Ultimo hinges

-	 Only available with magnetic lock

-	 Only available in primed or lacquered finishing

-	 Also available in L81.35 Invers, L81.55 Invers or L81.75 Invers version

-	 Walls must be plastered perfectly plumb (with angle)

-	 Filling gap between door frame and wall to be carried out by customer

-	 Door stopper to be provided

Standard sizes

H1 H2 H0

2015 2050 2052

2100 2135 2137

B1 B2 B0

680 740 744

730 790 794

780 840 844

830 890 894

Non-standard sizes available upon request

H1 max. = 2960

B1 max. = 1200

H1 = H0 - 37

B1 = B0 - 64
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L81.35 Invers

—

-	 Only available with Ultimo hinges

-	 Only available with magnetic lock

-	 Only available in primed or lacquered finishing

-	 Also available in L91 Invers, L81.55 Invers or L81.75 Invers version

-	 Walls must be plastered perfectly plumb (with angle)

-	 Filling gap between door frame and wall to be carried out by customer

-	 Door stopper to be provided

Standard sizes

H1 H2s H2b H0

2015 2050 2064 2052

2100 2135 2149 2137

B1 B2s B2b B0

680 740 767 744

730 790 817 794

780 840 867 844

830 890 917 894

Non-standard sizes available upon request

H1 max. = 2960

B1 max. = 1200

H1 = H0 - 37

B1 = B0 - 64
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L81.55 Invers

—

-	 Only available with Ultimo hinges

-	 Only available with magnetic lock

-	 Only available in primed or lacquered finishing

-	 Also available in L91 Invers, L81.35 Invers or L81.75 Invers version

-	 Door stopper to be provided

Standard sizes

H1 H2s H2b H0

2015 2070 2084 2055

2100 2155 2169 2140

B1 B2s B2b B0

680 780 807 750

730 830 857 800

780 880 907 850

830 930 957 900

Non-standard sizes available upon request

H1 max. = 2940

B1 max. = 1200

H1 = H0 - 40

B1 = B0 - 70
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L81.75 Invers

—

-	 Only available with Ultimo hinges

-	 Only available with magnetic lock

-	 Only available in primed or lacquered finishing

-	 Also available in L91 Invers, L81.35 Invers or L81.55 Invers version

-	 Door stopper to be provided

Standard sizes

H1 H2s H2b H0

2015 2090 2104 2055

2100 2175 2189 2140

B1 B2s B2b B0

680 820 847 750

730 870 897 800

780 920 947 850

830 970 997 900

Non-standard sizes available upon request

H1 max. = 2920

B1 max. = 1200

H1 = H0 - 40

B1 = B0 - 70
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L93.1

—

Requirements for walls

Plastering is to be rounded over approximately 5 cm from the edge of the 

door opening. Angle must not be placed. The wall opening is to be cut as 

straight as possible.

Door hanging

-	 The door is to be hung in an L series frame (with rounded frame) the 

same as the L81.55 system.

-	  A packing batten is to be fitted behind the frame, which enables 

additional anchor points to be provided in the door frame in order to 

counteract warp.

-	 Fibreglass fabric is to be applied over the rounded section and bonded 

with joint filler.

-	 On the cladding side the door reveal is to be finished with 

plasterboard sheeting.

-	 This is to be followed by filling the reveal and smoothing it of to blend 

the door frame into the wall.

Notes

-	 The additional anchor points are crucial in counteracting cracking in 

the seam (cladding <--> plastering)

-	 Installation by Brems only includes fitting the door frame and door 

and applying the fibreglass fabric. Finishing with plasterboard 

sheeting and smoothing the plaster level are to be completed by 	

the customer at a later stage.

-	 The system can also be used for an inward-opening door (L93 Invers)

-	 Door size = wall opening – 10 cm  
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L93.2

—

Requirements for walls

Plastering is to be rounded over approximately 5 cm from the edge of the 

door opening. Angle must not be placed. The wall opening is to be cut as 

straight as possible.

Door hanging

-	 The door is to be hung in an L series frame (with rounded frame) the 

same as the L81.55 system.

-	 A packing batten is to be fitted behind the frame, which enables 

additional anchor points to be provided in the door frame in order to 

counteract warp.

-	 Fibreglass fabric is to be applied over the rounded section and bonded 

with joint filler.

-	 A slot-in cladding section is fitted to the cladding side and finished 

similarly to the front face.

-	 This is to be followed by filling the reveal and smoothing it of to blend 

the door frame into the wall.

Notes

-	 The additional anchor points are crucial in counteracting cracking in 

the seam (cladding <--> plastering)

-	 Installation by Brems only includes fitting the door frame and door 

and applying the fibreglass fabric. Smoothing the plaster level is to be 

completed by the customer at a later stage.

-	 The system can also be used for an inward-opening door (L93 Invers)

-	 Door size = wall opening – 10 cm
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L93.1 Invers

—

Requirements for walls

Plastering is to be rounded over approximately 5 cm from the edge of the 

door opening. Angle must not be placed. The wall opening is to be cut as 

straight as possible.

Door hanging

-	 The door is to be hung in an L series frame (with rounded frame) the 

same as the L81.55 Invers system.

-	 A packing batten is to be fitted behind the frame, which enables 

additional anchor points to be provided in the door frame in order to 

counteract warp.

-	 Fibreglass fabric is to be applied over the rounded section and bonded 

with joint filler.

-	 On the cladding side the door reveal is to be finished with 

plasterboard sheeting.

-	 This is to be followed by filling the reveal and smoothing it of to blend 

the door frame into the wall.

Notes

-	 The additional anchor points are crucial in counteracting cracking in 

the seam (cladding <--> plastering)

-	 Installation by Brems only includes fitting the door frame and door 

and applying the fibreglass fabric. Finishing with plasterboard 

sheeting and smoothing the plaster level are to be completed by the 

customer at a later stage.

-	 The system can also be used for an outward-opening door (L93.1)

-	 Door size = wall opening – 10 cm



| 41

Horizontal cross-section

plasterboard sheeting
fibreglass fabric

additional anchor points

fibreglass fabric

packing block



42 |

L93.2 Invers

—

Requirements for walls

Plastering is to be rounded over approximately 5 cm from the edge of the 

door opening. Angle must not be placed. The wall opening is to be cut as 

straight as possible.

Door hanging

-	 The door is to be hung in an L series frame (with rounded frame) the 

same as the L81.55 Invers system.

-	 A packing batten is to be fitted behind the frame, which enables 

additional anchor points to be provided in the door frame in order to 

counteract warp.

-	 Fibreglass fabric is to be applied over the rounded section and bonded 

with joint filler.

-	 A slot-in cladding section is fitted to the cladding side and finished 

similarly to the front face.

-	 This is to be followed by filling the reveal and smoothing it of to blend 

the door frame into the wall.

Notes

-	 The additional anchor points are crucial in counteracting cracking in 

the seam (cladding <--> plastering)

-	 Installation by Brems only includes fitting the door frame and door 

and applying the fibreglass fabric. Smoothing the plaster level is to be 

completed by the customer at a later stage.

-	 The system can also be used for an outward-opening door (L93.2)

-	 Door size = wall opening – 10 cm
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Standard sizes

H1 = H0 - 50mm

B1 = B0 - 10mm

H1 maximum 240cm	

B1 maximum 120cm

Front view

SWING with top panel  
(standard version)

—

-	 Walls must be plastered perfectly plumb (with angle)

-	 Top pivot is fitted in a top panel which is given the same finishing as 

the door leaf.

-	 To be fitted in the centre of the wall opening.

-	 Can also be fitted in the doorway cladding or with top pivot set in the 

door head.

-	 Also available with a magnetic lock (doorhandle required). In this case 

2 brushes are fitted on the lock side.

-	 Check spring at 0° / 90° / -90°

-	 Door stopper to be provided.
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Standard sizes

H1 = H0 - 10mm

B1 = B0 - 10mm

H1 maximum 240cm	

B1 maximum 120cm

Front view

SWING with top pivot set  
in door head.

—

-	 Walls must be plastered perfectly plumb (with angle)

-	 Top pivot requires to be chased into the door head 	

(see ‘recess in door head’ diagram)

-	 To be fitted in the centre of the wall opening.

-	 Also available with top rail or in doorway cladding.

-	 Also available with a magnetic lock (doorhandle required). In this case 

2 brushes are fitted on the lock side.

-	 Check spring at 0° / 90° / -90°

-	 Door stopper to be provided.
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SWING

—

-	 The pivot of the swing door is held at the top in a brass section. This 

brass section is incorporated in a top panel.

-	 If the swing door is to be fitted without a top panel in a finish 

plastered opening, a recess is to be provided in the door head as 

shown in the sketch. This recess is to be plastered over 	

after installation.

-	 Recess dimensions:	 - length: 28 cm (to start 4 cm from the edge)

	 	 	 - depth: 2 cm.
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ROCKIN-WALL

—

Cladding

The cladding consists of two stiles planed into a rounded shape. 

Rounding will depend on the thickness of the wall and the position of 

the pivot. The cladding consists of a straight edge at the top. The frame 

is available in a choice of timbers. The frame is visibly screwed or glued 

together.

Door leaf

The frame is made of yellow poplar 34 mm thick. The top and bottom 

rails are doubled up. The core consists of yellow poplar slats 7 mm wide, 

spaced 34 mm apart. The thickness of the frame and core will depend 

on the thickness of the wall. The framework is fitted either side with 

6 mm MDF sheet, bonded with synthetic resin adhesive. The door leaf is 

machined to size and gauged for thickness. The door frame is then fitted 

with two solid edge battens planed into a rounded shape. Rounding will 

depend on the thickness of the wall and the position of the pivot.

The door leaf can have the preferred finishing. Top and bottom pivot 

points are cut out in the door reveal. The door pivots on a floor spring.

Installation requirements

Walls must be plastered perfectly plumb (with angle) 

Standard sizes

Height: up to 250 cm

Width: up to 120 cm

Wall thickness: up to 16 cm 
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Floor transitions

—

Floor transition at 1 cm inside the wall for the following systems:

L01.35 / L01.55 / L01.75

L81.35 / L81.55 / L81.75

Floor transition at 2 cm inside the wall for the following systems:

L11

L91

L93
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Floor transitions

—

Floor transition at 1 cm inside the wall for the following systems:

L81.35 INVERS / L81.55 INVERS / L81.75 INVERS

NB: the floor transition is on the side of the wall opposite to the side the 

door swings.

Floor transition at 2cm inside the wall for the following systems:

L91 INVERS

NB: the floor transition is on the side of the wall opposite to the side the 

door swings
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Floor transitions

—

Floor transition at 3.6 cm inside the wall for the following systems:

L11 SECURIT

with Luxit hinges

Floor transition at 2.4 cm inside the wall for the following systems:

L01.35 SECURIT

L01.55 SECURIT

L01.75 SECURIT

with Luxit hinges
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Floor transitions

—

Floor transition in the centre of the opening:

SWING	

ROCKIN-WALL
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No-ha® system

—

The invisible handle with magnetic lock incorporated in the door leaf

	 	 Free form zone 10 x 10 cm
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